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Catalogue Reference: 

Uniclass2015: 

General Description: 

Specifications: 

Application: 

Suitability: 

FABS - TWIN TOP SINGLE LEG 

Pr_35_90_31_33 FLOOR THRESHOLD STRIPS 

ALUMINIUM TWIN TOP SINGLE LEG FLOORING PROFILE WITH BONDED STAINLESS STEEL COVER 

Materials Base Profile: Aluminium Alloy 6063 T6 

Cover: Stainless Steel Grade 304L 

Visible surface when installed 

External height 

Internal height 

Lengths available 

Cover finish 

Standard supply 

28mm 

10.5mm 

9mm 

2000mm, 

2500mm 

Bright Stainless Steel

Brushed Stainless Steel 

Pre-punched for size 6 screws. Fixings not 

supplied. 

Can also be nailed or adhesive fixed. 

Suitable for stretch fit or stick down installation methods. 

Medium to heavy contract situations such as for use in hotels, pubs, cafes, clubs, 

commercial offices, shops, schools and public building, as well as for quality 

domestic installations. 

Joining profile for carpet to stone, 

timber and ceramic floor junctions at 

the same level.  

Protects the edges of materials from 

fraying/damage and has punched 

gripper in the base to hold the carpet. 

* To Special Order


